
TERMS, CONDITIONS & SPECIFICATION FOR 

SUPPLY OF ONE QBC MACHINE ON RATE CONTRACT BASIS FOR A PERIOD OF ONE YEAR
Name of the District / Health Institution: NAYAGARH.
(HEALTH & F.W. DEPTT., GOVT. OF ORISSA)

Tel: 06753-252189: Fax: 06753-252189
Bid Reference No. – C.D.M.O (Nayagarh) – 2010 – 2011 – QBC – 01
TENDER DOCUMENT FOR SUPPLY & INSTALLATION OF

QBC MACHINE 
LAST DATE & TIME OF RECEIPT OF BID DOCUMENTS
:  10th Jan 2011 upto 3:00 P.M
DATE & TIME OF OPENING OF COVER-A (Technical Bid)
:  10th Jan 2011 upto 3:30 P.M
DATE OF OPENING OF COVER-B (Price Bid)

:  10th Jan 2011 upto 3:30 P.M. 
PLACE OF OPENING OF BID DOCUMENTS       :   Conference hall


AND



          CDMO Office

ADDRESS FOR COMMUNICATION

      :   Dist Headquarter Hospital Campus


AND



          Main Road, Nayagarh PIN-752 069
RECEIPT OF BID DOCUMENTS

 







          Tel: 06753-252189   Fax: 06753-252189
 







          Email: dpmunayagarh@gmail.com






Website: www.nayagarh.nic.in
OFFICE OF THE CDMO - NAYAGARH
SALE OF TENDER / BID DOCUMENT


The Bidders may download the Tender Documents directly from the WEBSITE available at www.nayagarh.nic.in.  The Tender cost fee of Rs.1, 000/- Plus VAT @ 4% (Non-refundable & non-refundable) by way of separate Demand Draft drawn in favour C.D.M.O, Nayagarh   should be enclosed along-with the Technical Bid. The Bidders should specifically superscribe, “DOWNLOADED FROM THE WEBSITE” on the top left corner of the outer envelope containing Technical Bid and Price Bid separately. The Tender cost fee and the EMD amount should be submitted separately in separate demand drafts. In case of any bid amendment and clarification, responsibility lies with the bidders to collect the same from the website or the office notice board before last date of purchase of tender document and the C.D.M.O, Nayagarh shall have no responsibility for any delay / omission on part of the bidder.

a)
Price of bid document


Rs.1, 000.00 plus VAT @ 4%








(Non-refundable & non-refundable)

ANNUAL  MAINTENANCE CONTRACT:



The supplier will provide free AMC for 5 (five) years after the completion of 5 years comprehensive warranty period.

INSTALLATION AND DEMONSTRATION  :



The installation and demonstration of the equipment shall be done by the Supplier(s) at free of cost at the installation site of the respective institutions.

ACCEPTANCE OF TENDER AND SUPPLY CONDITIONS:

1
The C.D.M.O, Nayagarh, Orissa reserves the right to reject the tenders or to accept the tenders for the supply of the item tendered without assigning any reason thereof.

2
The C.D.M.O, Nayagarh Orissa will be at liberty to terminate the contract either wholly or in part without assigning any reasons thereof.  The tenderers will not be entitled to any compensation whatsoever for such termination.

3
The supply should be started within 30 days and should be completed within 60 days from the date of issue of purchase order unless otherwise specified. If no supply is received even after 60 days or 88 days with liquidated damage from the date of issue of the purchase orders from the C.D.M.O, Nayagarh, such orders will stand cancelled automatically without further notice. 

4
If the approved supplier fails to execute the supply within the stipulated time, the C C.D.M.O, Nayagarh, is empowered to purchase the same items from L2 or L3 tenderer if they match the L1 rate.

5
The C.D.M.O, Nayagarh, Dist, Nayagarh, Orissa or his authorised representative (s) has the right to inspect the factory of those company who have quoted for the tender, before accepting the rate quoted by them or before releasing any purchase order (s) or at any point of time during the validity period of tender and has also the right to reject the tender or terminate / cancel the orders issued or not to reorder based on the facts brought out during such inspections.

TERMS OF PAYMENT :

1
No advance payments towards cost of QBC Machine or turnkey job will be   made to the tenderer.

2
   Payments will only be made after satisfactory installation. 
ANNEXURE-I
MODEL TENDER FORMAT (PRICE SCHEDULE)
	Sl. No. of the Item
	Specification

(Annex-II-B)
	Price which includes excise duty / customs duty, packing, insurance forwarding / transportation & excludes VAT/sales tax / entry tax with 5 (five) years onsite comprehensive warranty & next five years free AMC
	Cost of Turnkey (all accessories for installation & commissioning)

Including VAT / CST in Rs. (Door delivery & installation) & ET
	Total Cost

	
	
	Cost in Rs. (both in words & figures)
	
	

	(1)
	(2)
	(3)
	(4)
	(5=3+4)

	
	
	
	
	


Signature of the Bidder:
Name 

Date   :

Place :

Address 

	Note:   
	1. Rates should be quoted both in figures & words and if there is any discrepancy, the quoted rates in words will be taken for evaluation.

	
	2. The tenderer has to mention the make / brand, specification, warranty of all the items in turn key.



	
	2. Only generic names should be quoted .
	




	
	
	
	
	
	ANNEXURE – II-A

 

	
	
	
	
	

	SCHEDULE OF REQUIREMENTS WITH

	TECHNICAL SPECIFICATIONS FOR QBC

	

	Sl.No
	Name of the Item
	Size / Specification
	
	No. of Item
	Approximate quantity required per year                                        
	Remarks

	1
	2
	3
	
	4
	5
	6

	1
	QBC Machine
	Annexure – II B
	
	
	As per the requirement
	


N.B: 
1. The quantity of requirement may increase or decrease as per the requirement.


ANNEXURE – II-B

TECHNICAL SPECIFICATION OF 

Name of the item:  Haemo Parasite Detection System with Quantitative Buffy coat Method by Fluorescent Microscopy.

 Eligibility Criteria:

The System Should be US FDA and CE approved .

Manufacturer should be ISO certified for quality standards.

Should have local service facility .The service provider should have the necessary equipments recommended by the manufacturer to carry out preventive maintenance test as per guidelines provided in the service/maintenance manual

Technical Specification:
Light Source: 

Light Source (Without fiber optic cable) consists of Rheostat controlled illumination. Lamp life of LED light should be Minimum 20000 Hrs.

Power Pack:
Input: 240V AC +/- 10%, 50-60 Hz Output: 47v DC +/- 3 Volts, DC Output cord: 0.46m

(1.5 ft), AC line cord: Standard Cord: 2.3m (7.5 ft), Fuse: 5.0 Amp, 250 V. F-type.

Para Lens Assembly

Para Lens has inbuilt focusing Lens: Allows focused white light from the illuminator to the excitation filter.

Para Lens has excitation filter, passes light in the 385 – 490 nm wavelengths while eliminating other wavelengths for optimum fluorescence and to accommodate fluorescence by other fluorescent dyes as well.

Para Lens has Dichromic beam splitter with 510 nm which will reflect excitation radiation downward with high efficiency. Fluorescence emitted from the specimen is almost entirely transmitted upwardly.

60X oil immersion lens: For an optimum mix of concentration and clarity

Para Lens comes with barrier filter allows 520 nm wavelengths & suppresses residual radiation, assures that only safe, visible fluorescence reaches the eyes of the microscopist.

Para Lens adheres to the requirement of Standard Royal Microscopic society threading: assures adaptability to all microscopes.

Para viewer

Para viewer, the tube holder for direct examination of capillary tube under the microscope is provided with the machine.

Immersion oil (30 cc): ND = 1.5150 + 0.0002, ND Temp coef = -0.00031/+deg C, Ne = 1.5180  + 0.0002, Abbe Ve = 42.6, Abbe Vo = 42.90, Nf – nc = 0.0120, cST = 1250 + 10%, Fluorescence = low.
Centrifuge:

The centrifuge is a compact, low profile unit measuring less than 13 cms high with cover down and housed in a sturdy plastic case. A compact centrifuge (Parafuge) is provided with ParaLens. The centrifuge incorporates a 20 place rotor, mounted to the shaft of brushless D.C. motor. In addition to shock mounting of the motor to minimized vibration, the centrifuge rests on four suction feet for added stability.

Parafuge has rotor capacity: 1 to 20 capillary tubes.

Parafuge can operate at Rotor speed: 12000 rpm, nominal relative centrifugal force = > 14,387 < 15000 x g.

Electronic spin Timer is integral part of Parafuge, spin timer 300 seconds.

Parafuge has electro-Mechanical Safety Interlock: Lid is closed and latched before motor can be energized. Lid remains locked until rotor stops.

Pipettor

60 Micro lit. AND 111.1 Micro. Lit – aspiration capacity with a single pipette. Should lock on holding the CAPILARY Tube, with spacer.

Malaria Atlas with fluorescent images of 4 Plasmodium species, stages and M. filarial will be provided.

500 Nos of Malaria Hematocrit Tubes or Capillary Hematocrit Tube will be supplied along with equipment.

System should  includes haematology  analyzer with display board for detection of more than eight parameters on haematology.
System should also include analyzer with display board for detection of other          parameters of haemogram based on Quantitative Buffy Coat method & packed cell volume with inbuilt printer for reporting.
Environmental factors

Should be compliant with IEC 61010-1:(or any international equivalent eg EN/UL 61010) covering safety requirements for electrical equipment for measurement control and laboratory use.

The unit shall be capable of being stored continuously in ambient temperature of 0 -50deg C and relative humidity of 10-90%

The unit shall be capable of operating continuously in ambient temperature of 10 -40deg C and relative humidity of 10-90%

Documentation

User/Technical/Maintenance manuals to be supplied in English.

Certificate of calibration and inspection.

List of important spare parts and accessories with their part number and costing
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